










2 5/8”
MAX.

Spray Set-up Numbers

PIPESPRAY
SIZE SET-UP FLUID AIR

BSP or NPT NO. CAP CAP

EF

EF  050 AC1001
EF  100

FC7
AC1003

EF  150 FC4 AC1001

1/8

OR

1/4

EF  200 AC1003
EF  250

FC3
AC1001

EF  300 AC1003

FLAT
FAN

(EXTERNAL
MIX)

EF  350 FC6 AC1002
EF  400 AC1004
EF  450 FC2 AC1002
EF  500 AC1004
EF  550 FC1 AC1002
EF  600 AC1004
EF  650 FC8 AC1005
EF  700 FC9 AC1005
EF  750 FC5 AC1005

1/2 EF  5050 FC501 AC5001

SF
SIPHON

FLAT
FAN

1/8
OR
1/4

SF  050 FC3 AC1101
SF  100 FC6 AC1102

SF  150 FC2 AC1103
SF  200 FC2 AC1104

SR

SR  050 FC7 AC1201

1/8
OR
1/4

SR  150 FC4 AC1201

SIPHON
ROUND

SR  200 FC4 AC1202
SR  250 FC3 AC1202
SR  400 FC1 AC1204
SR  450 FC5 AC1205

1/2 SR  5050 FC501 AC5201

PF

PF  050 FC4 AC1301
PF  100 FC3 AC1303

1/8
OR
1/4

PF  150 FC3 AC1301

PRESSURE
FLAT
FAN

PF  200 FC3 AC1302
PF  250 FC2 AC1304
PF  300 FC1 AC1304
PF  350 FC1 AC1305
PF  400 FC5 AC1306

1/2 PF  5050 FC501 AC5301
PF  5100 FC502 AC5302

XW
EXTRA

WIDE-ANGLE
ROUND

1/8 OR 1/4 XW  050 FC8 AC1401

1/2 XW  5050 FC502 AC5401

PR

PR  050 FC4 AC1501
1/8
OR
1/4

PR  100 FC4 AC1502
PR  150 FC3 AC1502

PRESSURE
   ROUND

PR  200 FC2 AC1503
PR  250 FC1 AC1503
PR  300 FC5 AC1504

1/2
PR  5050 FC501 AC5501
PR  5100 FC502 AC5502

AD

AD  050 FC4 AC1601
AD  100 FC2 AC1603
AD  150 FC2 AC1602

WIDE
ANGLE
ROUND

AD  200 FC1 AC1603
AD  250 FC1 AC1604
AD  300 FC5 AC1605
AD  5050 FC501 AC5601
AD  5100 FC501 AC5602
AD  5150 FC501 AC5603
AD  5200 FC502 AC5604

FF DEFLECTED
FLAT FAN  1/8 OR 1/4 FF 050 FC10 AC1701

1/8
OR
1/4

SET-UP

1/2

ER NARROW
ANGLE
ROUND

ER  050 FC7
AC1801ER  150 FC4

ER  250 FC31/8
OR
1/4

ER  350 FC6
AC1802ER  450 FC2

ER  550 FC1
ER  650 FC3

AC1803ER  750 FC9
ER  850 FC5

XA Components & Options

Overall Dimensions of XA Assemblies with XA00 Body (Shown with E or F Hardware)

Overall Dimensions for Assemblies with XA01 or XA02 Bodies

D i m e n s i on s  w i t h  H a r d w a r e  O p t i on s  f o r  
X A 0 0  B od y ,  B SP  o r  N P T 

P i pe 

S i z e 

H a r d w a r e 

O p t i on 

W X Y M a x .  " Z "  

A 

7 / 8  1  1 1 / 1 6 1  1 5 / 16 

9 / 16 

1 / 8 B 1  5 / 8 

O R C 2  5 / 8 

1 / 4 D 3  3 / 1 6 

E 4  1 / 1 6 

F 4  1 / 1 6 

1 / 2 A 1  1 / 4 2  1 / 2 2  1 1 / 16 1 

Dimensions in inches 

X

W

ZY
MAX.

Ø 1 5/8”

4 1/16”1 15/16”
MAX.

CENTERLINE FOR
AIR & LIQUID INLETS

Dimensions are approximate. Check with BETE for critical dimension applications.

2 1/8”
MAX.

1 5/8”

Overall Dimensions
for Assemblies with

XA03 Bodies

Overall Dimensions 
for Assemblies with

XA05 Bodies

Ø 1 5/8”

C
A

LL 413-772-0846
C

all for the nam
e of your nearest B

E
T

E
 representative.
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XA Components & Options

BETE carries a complete line of
controls and accessories requir
ed for setting up a system using
the XA Series nozzles.

Contact your BETE represent
ative for details. 

In a pressurefed system, the
liquid is supplied under pressure
to either internal or external mix
BETE XA Series nozzles.

Air and liquid regulators
control the fluid delivery pres
sure, while the air filter and liquid
strainer ensure that the supplied
fluids are free of particulate.

Operational control is 
maintained by manual or
solenoid valves used in
conjunction with the various
hardware assemblies.

In a siphonfed system, the
liquid is supplied by either a
siphon or gravity feed.

An air regulator controls the air
delivery pressure, while the air
filter ensures that the com
pressed air is of high quality.

Operational control is main
tained by manual or solenoid
valves used in conjunction with
the various hardware assemblies.

When used as a gravity feed
setup, a positive liquid shutoff
capability should be provided.

Filters, regulators, and
strainers matched to your XA
application are available 
from stock.

SYSTEM SET-UPS AND
ACCESSORIES

Pressure System Set-up

Siphon System Set-up

SIPHON SYSTEM

PRESSURE SYSTEM

www.BETE.com78
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XAAD

XA AD Set-up Flow Rates and Dimensions
Pressure Fed, Internal Mix, Wide Angle Round Spray Pattern, 1/8" and 1/4" Pipe Sizes

Spray Dimensions10 PSI Liquid 20 PSI Liquid 30 PSI Liquid 40 PSI Liquid 60 PSI Liquid

PS I GPH SCFMPS I GPH PS I GPH PSI GPH PSI GPH PSI PSI "A" "B" "C" "D"
air a ir a ir a ir a ir a ir liquid in . in . in
8 1.4 0.4 14 2.1 0.4 22 2.4 0.6 30 2.5 0.7 44 3.0 0.8
10 1.1 0.4 16 1.9 0.5 26 2.0 0.7 34 2.2 0.8 48 2.7 0.9 10 10 6 7 9 5’0

AD 0 50 12 0.8 0.5 18 1.7 0.6 30 1.6 0.8 38 1.9 0.9 55 2.3 1.2 20 20 6 8 10 6’0
14 0.5 0.6 20 1.4 0.6 34 1.2 1.0 42 1.5 1.1 60 1.9 1.4 34 30 7 8 10 7’0

22 1.2 0.7 36 0.9 1.1 46 1.1 1.3 65 1.5 1.6 42 40 7 8 11 9’0
24 0.9 0.8 38 0.7 1.2 48 0.9 1.4 70 1.1 1.8 60 60 8 9 12 12’0
26 0.6 0.9 40 0.4 1.3 50 0.7 1.5 75 0.7 2.1

12 1.9 1.8 22 3.3 2.3 30 5.1 2.5 38 6.4 2.8 54 8.8 3.4
14 0.6 2.2 24 2.2 2.8 32 4.3 2.9 42 4.7 3.4 56 8.1 3.7 12 10 7 10 13 6’0

AD 1 00 26 1.2 3.1 34 3.4 3.2 44 3.9 3.7 58 7.4 4.0 24 20 8 10 13 8’0
36 2.5 3.5 46 3.1 4.1 60 6.8 4.3 34 30 8 10 13 10’0
38 1.6 3.9 48 2.3 4.4 65 5.1 5.1 46 40 8 11 14 13’0
40 0.7 4.3 50 1.4 4.8 70 3.5 6.0 60 60 9 11 15 16’0

52 0.6 5.3 75 1.9 7.0

16 3.2 1.4 28 4.6 2.0 42 5.3 2.7 55 5.7 3.3 80 7.1 4.5
18 2.6 1.6 32 3.4 2.3 46 4.0 3.0 60 4.2 3.7 85 5.8 4.9 22 10 6 8 9 9’0

AD 1 50 20 2.1 1.8 36 2.5 2.6 48 3.5 3.1 65 3.2 4.1 90 4.7 5.3 40 20 7 8 10 15’0
22 1.6 1.9 40 1.8 2.9 50 3.0 3.3 70 2.3 4.4 95 3.8 5.7 50 30 7 8 10 18’0

1/8 24 1.3 2.1 42 1.5 3.0 55 2.1 3.6 75 1.7 4.8 100 3.0 6.0 70 40 7 9 10 22’0
26 1.0 2.2 44 1.2 3.1 60 1.5 4.0 80 1.3 5.2 90 60 8 10 11 26’0
28 0.8 2.4 46 1.0 3.3 65 1.0 4.4 85 1.1 5.6

or
10 6.3 1.1 20 9.0 1.6 30 11 .2 2.0 40 12 .4 2.5 56 16 .2 2.8
12 3.6 1.5 22 6.9 2.0 32 9.3 2.4 42 10 .6 2.9 58 14 .8 3.1 12 10 8 10 14 7’0

1/4 AD 2 00 14 2.0 2.0 24 5.1 2.4 34 7.4 2.8 44 8.8 3.3 60 13 .8 3.5 22 20 8 11 15 10’0
26 3.3 2.8 36 5.4 3.2 46 7.1 3.7 65 9.8 4.4 34 30 8 11 15 12’0

38 3.6 3.6 48 5.4 4.1 70 6.5 5.4 46 40 8 11 15 15’0
40 2.3 4.0 50 3.6 4.5 75 4.0 6.3 65 60 8 11 16 19’0

52 2.2 4.9 80 2.4 6.5

18 9.4 3.0 30 13 .4 4.2 44 15 .3 5.5 60 15 .6 7.1 80 21 .4 8.6
22 7.7 3.6 34 11 .9 4.7 48 13 .8 5.9 70 12 .5 8.3 85 19 .5 9.2 28 10 8 10 13 18’0

AD 2 50 26 6.0 4.1 38 10 .3 5.1 55 11 .3 6.8 80 9.3 9.5 90 17 .9 9.8 42 20 8 11 14 21’0
28 5.2 4.4 42 8.9 5.6 65 7.8 8.0 85 7.8 10.1 95 16 .5 10.4 65 30 9 11 15 22’0
30 4.4 4.7 46 7.3 6.1 70 6.1 8.6 90 6.2 10.7 100 15 .1 11.0 85 40 9 12 15 24’0
32 3.7 5.0 50 5.8 6.7 75 4.5 9.3 95 4.8 11.3 90 60 10 13 16 28’0
34 3.0 5.3 60 2.4 8.0 80 3.3 9.9 100 3.7 11.9

24 6.7 5.5 38 10 .7 7.4 48 16 .5 8.8 60 18 .6 10.4 85 29 .2 13.7
26 5.2 5.9 42 7.6 8.3 52 12 .5 9.6 65 13 .7 11.4 90 24 .6 14.7 28 10 10 13 18 18’0

AD 3 00 28 4.0 6.3 44 6.2 8.7 56 9.2 10.4 70 10 .0 12.4 95 20 .7 15.8 46 20 10 14 19 20’0
30 3.0 6.8 46 5.0 9.1 60 6.6 11.3 75 7.4 13.5 100 17 .5 16.9 60 30 11 15 20 24’0
32 2.0 7.2 48 4.0 9.5 62 5.6 11.7 80 5.5 14.5 75 40 12 15 21 26’0

50 3.0 9.9 65 4.4 12.3 85 4.0 15.5 90 60 13 17 23 28’0
52 2.4 10.3 70 2.6 13.3 90 2.5 16.6

Standard Materials:  Nickel Plated Brass, 303 Stainless Steel and 316 Stainless Steel.  

SCFM SCFM SCFMSCFM
Pipe
Size

Fluid
and

Air Cap
Numbers

Spray
Set-up

Number

Fluid Cap
FC4

&
Air Cap
AC1601

Fluid Cap
FC2

&
Air Cap
AC1603

Fluid Cap
FC2

&
Air Cap
AC1602

Fluid Cap
FC1

&
Air Cap
AC1603

Fluid Cap
FC1

&
Air Cap
AC1604

Fluid Cap
FC5

&
Air Cap
AC1605

feet

Pressure-fed/Int. Mix/Wide Angle Round
• 70° Hollow Cone spray pattern
• Moderate forward spray projection

DESIGN/SPRAY CHARACTERISTICS
• Internal mix
• Finest atomization

1/4” XA AD100 C
XA 00 Body; C Hardware

Dimensions are approximate. Check with BETE for critical dimension applications.

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.
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XAPR

XA PR Set-up Flow Rates and Dimensions 
Pressure-fed, Internal Mix, Round Spray Pattern, 1/8" and 1/4" Pipe Sizes 

Fluid 10 PSI Liquid 20 PSI Liquid 30 PSI Liquid 40 PSI Liquid 60 PSI Liquid Spray Dimensions 
Spray and 

Angle Pipe Set-up Air Cap PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM  "B" "D" 
Size Number Numbers air air air air air air liquid deg. in. feet 

10 0.7 0.6 14 1.5 0.4 24 1.7 0.6 32 1.9 0.7 50 2.3 1.0 
Fluid Cap 12 0.5 0.7 18 1.2 0.5 28 1.4 0.6 36 1.6 0.8 54 2.1 1.1 12 10 13 12 9’0 

PR 050 FC4 14 0.4 0.8 22 1.0 0.6 32 1.1 0.8 40 1.3 0.9 58 1.8 1.2 24 20 13 13 10’0 
& 24 0.9 0.7 36 0.8 1.0 44 1.1 1.1 62 1.6 1.4 36 30 13 14 11’0 

Air Cap 26 0.7 0.8 38 0.7 1.0 48 0.9 1.2 66 1.3 1.5 44 40 14 16 12’0 
AC1501 28 0.6 0.8 40 0.7 1.1 50 0.7 1.3 68 1.2 1.6 62 60 15 18 14’0 

30 0.5 0.9 42 0.5 1.2 52 0.7 1.4 70 1.1 1.7 

10 0.7 0.7 18 1.4 0.9 24 2.0 1.0 30 2.4 1.1 40 3.3 1.4 
Fluid Cap 12 0.5 0.8 20 1.3 1.0 28 1.7 1.2 34 2.2 1.3 46 2.9 1.5 12 10 12 17 12’0 

PR 100 FC4 14 0.4 0.9 22 1.2 1.1 32 1.4 1.4 38 1.9 1.5 52 2.6 1.8 20 20 13 18 13’0 
& 24 1.1 1.2 34 1.3 1.5 42 1.6 1.7 58 2.3 2.1 34 30 13 19 14’0 

Air Cap 26 0.9 1.3 36 1.2 1.6 44 1.5 1.8 62 2.1 2.3 42 40 13 20 15’0 
AC1502 38 1.1 1.7 46 1.4 1.9 66 1.9 2.5 58 60 15 22 17’0 

40 1.0 1.8 48 1.3 2.0 70 1.7 2.7 
12 1.3 0.7 22 2.2 1.1 30 2.9 1.2 36 4.3 1.3 48 5.8 1.5 

Fluid Cap 16 1.1 0.9 26 1.7 1.3 34 2.5 1.4 40 3.9 1.4 52 5.3 1.7 22 10 12 19 13’0 
PR 150 FC3 20 0.9 1.2 30 1.4 1.5 38 2.1 1.7 44 3.6 1.6 56 4.9 1.7 34 20 13 20 14’0 

& 22 0.8 1.3 34 1.3 1.7 42 1.7 1.9 48 2.8 1.8 60 4.6 1.9 42 30 13 21 15’0 
Air Cap 24 0.8 1.4 38 1.1 1.9 46 1.5 2.0 52 2.5 2.0 64 4.1 2.1 48 40 14 22 16’0 

1/8 

AC1502 26 0.8 1.4 40 1.0 2.0 50 1.2 2.3 56 2.2 2.2 68 3.7 2.3 60 60 15 24 17’0 
28 0.8 1.6 42 0.9 2.0 52 1.2 2.4 60 1.8 2.4 70 3.6 2.3 

OR 

16 3.4 2.7 28 5.0 3.7 40 6.1 4.7 48 7.8 5.3 65 10.7 6.7 
Fluid Cap 20 2.4 3.2 32 3.7 4.2 44 5.0 5.2 55 6.0 6.1 75 8.7 7.7 24 10 18 26 16’0 

PR 200 FC2 22 1.9 3.5 36 2.6 4.7 48 4.0 5.7 65 3.6 7.3 80 7.7 8.3 40 20 20 30 20’0 

1/4 

& 24 1.5 3.7 40 1.9 5.1 55 2.3 6.5 75 2.0 8.5 85 6.7 8.8 55 30 20 32 22’0 
Air Cap 26 1.2 4.0 44 1.3 5.6 60 1.6 7.1 80 1.4 9.1 90 5.6 9.4 75 40 21 36 26’0 
AC1503 28 1.0 4.2 48 0.9 6.1 65 1.1 7.8 85 1.0 9.7 95 4.6 10.0 85 60 21 38 28’0 

30 0.7 4.5 50 0.8 6.4 70 0.7 8.4 90 0.7 10.3 100 3.6 10.6 
12 8.1 2.0 20 13.6 2.6 30 16.3 3.3 38 19.5 3.7 54 25.7 4.7 

Fluid Cap 14 6.6 2.3 22 12.0 2.9 34 13.1 3.8 42 16.5 4.2 60 21.8 5.3 14 10 17 24 16’0 
PR 250 FC1 16 4.9 2.7 24 10.2 3.2 38 9.9 4.3 46 13.6 4.7 65 18.5 6.0 26 20 18 27 18’0 

& 18 3.4 3.0 26 8.6 3.5 40 8.7 4.6 50 10.8 5.3 70 15.2 6.7 40 30 20 30 22’0 
Air Cap 28 7.2 3.8 42 7.6 4.9 52 9.6 5.6 75 12.2 7.8 50 40 20 31 23’0 
AC1503 30 5.9 4.1 44 6.6 5.2 54 8.6 5.9 80 10.0 8.1 70 60 21 36 25’0 

32 4.6 4.4 46 5.6 5.5 56 7.6 6.1 85 8.0 8.9 
14 11.7 3.1 20 27.5 3.0 28 36.6 3.6 32 49.4 3.3 42 70.6 3.2 

Fluid Cap 16 8.5 3.6 22 23.0 3.5 30 32.6 4.0 36 42.2 4.1 46 65.0 3.9 14 10 19 35 20’0 
PR 300 FC5 24 18.0 4.0 32 28.7 4.4 40 35.1 4.9 50 59.0 4.6 24 20 20 39 23’0 

& 26 14.4 4.4 34 24.8 4.8 44 28.0 5.7 54 53.2 5.4 34 30 21 41 25’0 
Air Cap 28 11.3 4.9 36 20.9 5.2 46 24.5 6.1 58 47.4 6.2 44 40 21 42 26’0 
AC1504 38 17.5 5.6 48 21.0 6.5 65 37.8 7.5 54 60 22 46 28’0 

40 14.6 6.0 50 18.4 6.9 70 30.0 8.6 

Standard Materials:  Nickel Plated Brass, 303 Stainless Steel and 316 Stainless Steel.   

PSI

Pressure-fed/Int. Mix/Narrow Angle Round
DESIGN/SPRAY CHARACTERISTICS
• Internal mix
• Finest atomization
• Narrow spray angle (12°- 22°)

• Full cone pattern
• Large forward projection (up to 28 feet)

1/4” XA 02 PR050 E
XA 02 Body; E Hardware

Dimensions are approximate. Check with BETE for critical dimension applications.

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.
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XAPF

XA PF Set-up Flow Rates and Dimensions 
Pressure-fed, Internal Mix, Flat Spray Pattern, 1/8" and 1/4" Pipe Sizes, BSP or NPT

Fluid 10 PSI Liquid 20 PSI Liquid 30 PSI Liquid 40 PSI Liquid 60 PSI Liquid Spray Dimensions 
Spray and 

Pipe Set-up Air Cap PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM 
PSI A B C D 

Size Number Numbers air air air air air air liquid (in.) (in.) (in.) (feet) 
10 1.4 0.8 18 2.2 1.5 28 2.5 1.5 38 2.8 1.8 55 3.4 2.4 

PF 050 

Fluid Cap 12 1.3 1.0 22 1.8 1.6 32 2.2 1.6 42 2.5 2.0 65 2.8 2.9 16 10 10 14 18 8 
FC4 14 1.1 1.1 26 1.5 1.8 36 1.9 1.8 46 2.2 2.2 75 2.3 3.3 30 20 14 20 26 9 
& 16 0.9 1.2 30 1.2 2.0 40 1.6 2.0 50 1.9 2.4 85 1.7 3.7 40 30 14 20 30 10 

Air Cap 18 0.8 1.3 34 0.9 2.2 44 1.3 2.2 60 1.3 2.8 90 1.4 3.9 50 40 18 24 34 11 
AC1301 20 0.7 1.4 38 0.7 2.4 48 1.0 2.4 65 0.9 3.0 95 1.1 4.1 85 60 22 28 36 13 

22 0.5 1.6 40 0.6 2.7 55 0.7 2.7 70 0.7 3.3 100 0.9 4.3 
20 0.8 1.2 34 1.1 1.6 44 1.8 1.9 60 1.6 2.4 80 2.7 2.9 

PF 100 

Fluid Cap 22 0.6 1.3 36 0.9 1.7 46 1.6 1.9 65 1.2 2.6 85 2.2 3.1 22 10 10 14 18 6 
FC3 24 0.5 1.4 38 0.7 1.8 48 1.4 2.0 70 0.8 2.9 90 1.8 3.4 38 20 14 20 28 6 
& 26 0.4 1.5 40 0.6 1.9 50 1.1 2.1 46 30 23 28 36 7 

Air Cap 28 0.3 1.6 42 0.5 2.0 55 0.7 2.4 60 40 24 28 37 7 
AC1303 44 0.4 2.1 80 60 25 30 38 8 

12 2.2 0.7 20 3.4 1.0 30 4.0 1.3 38 4.7 1.5 65 4.8 2.4 

PF 150 

Fluid Cap 14 1.8 0.8 24 2.7 1.1 34 3.4 1.5 42 4.1 1.7 70 4.2 2.6 16 10 14 18 28 7 
FC3 16 1.5 1.0 28 2.1 1.3 38 2.9 1.6 46 3.6 1.9 75 3.6 2.9 30 20 16 24 32 8 
& 18 1.1 1.1 30 1.8 1.5 42 2.3 1.9 50 3.1 2.1 80 3.1 3.1 42 30 20 26 35 8 

Air Cap 20 0.8 1.2 32 1.4 1.6 46 1.7 2.1 60 1.8 2.6 85 2.5 3.4 50 40 22 28 38 9 
AC1301 34 1.2 1.7 48 1.4 2.2 65 1.2 2.8 90 2.0 3.6 80 60 23 30 38 10 

36 0.9 1.8 50 1.2 2.3 70 0.8 3.1 95 1.6 3.9 
14 2.4 0.9 22 3.2 1.1 34 3.4 1.6 40 4.4 1.8 60 5.0 2.5 

PF 200 

Fluid Cap 16 2.1 1.1 26 2.8 1.4 38 2.9 1.9 44 3.8 2.0 65 4.4 2.7 20 10 4 5 7 10 
FC3 18 1.7 1.1 30 2.1 1.6 42 2.3 2.1 48 3.3 2.2 70 3.9 3.0 34 20 5 6 8 12 
& 20 1.4 1.3 34 1.5 1.9 46 1.8 2.4 54 2.6 2.6 75 3.4 3.3 46 30 5 7 9 13 

1/8 Air Cap 24 0.8 1.5 38 1.2 2.1 50 1.4 2.6 60 1.9 3.0 80 3.0 3.6 54 40 6 9 11 14 
AC1302 28 0.5 1.8 42 0.7 2.4 60 0.6 3.2 70 1.1 3.5 90 2.3 4.1 75 60 8 10 12 16 

OR 32 0.3 2.0 48 0.4 2.7 70 0.3 3.7 85 0.4 4.3 100 2.0 4.7 
16 3.0 1.9 28 4.5 2.7 38 5.9 3.2 46 7.5 3.7 65 9.7 4.8 

1/4 

PF 250 
Fluid Cap 18 2.3 2.1 30 3.9 2.8 40 5.4 3.4 50 6.5 4.0 70 8.6 5.2 20 10 6 7 8 9 

FC2 20 1.7 2.3 32 3.3 3.0 42 4.9 3.6 52 5.9 4.2 72 8.0 5.6 32 20 9 11 12 10 
& 24 1.3 2.5 34 2.8 3.2 44 4.3 3.7 54 5.4 4.3 80 6.4 6.0 42 30 10 13 18 11 

Air Cap 1.0 2.7 36 2.3 3.4 46 3.8 3.9 56 4.9 4.5 85 5.3 6.5 54 40 12 15 18 12 
AC1304 48 3.3 4.1 58 4.3 4.7 90 4.3 7.0 75 60 13 16 19 13 

60 3.8 4.9 
12 7.0 1.2 22 11.5 1.7 34 12.4 2.2 46 13.7 2.8 65 18.3 3.6 

PF 300 

Fluid Cap 14 5.4 1.4 26 8.3 2.0 38 9.8 2.6 50 10.9 3.1 75 12.6 4.5 16 10 7 9 12 10 
FC1 16 4.2 1.6 30 6.0 2.4 42 7.8 3.0 54 8.7 3.5 80 10.6 5.0 32 20 9 12 14 11 
& 18 3.3 1.7 32 5.1 2.6 46 5.9 3.3 56 7.8 3.7 85 8.7 5.4 46 30 10 13 16 12 

Air Cap 20 2.7 2.0 34 4.3 2.8 48 5.0 3.5 60 6.4 4.1 90 6.9 5.9 56 40 12 15 19 12 
AC1304 22 2.0 2.2 36 3.6 3.0 50 4.3 3.7 65 4.6 4.5 95 5.5 6.3 85 60 13 16 20 14 

38 3.0 3.2 52 3.7 3.9 70 3.3 5.0 100 4.5 6.8 
14 4.5 0.8 24 7.5 1.2 34 9.5 1.7 44 11.1 2.2 56 19.8 2.6 

PF 350 

Fluid Cap 16 2.9 1.0 26 6.0 1.4 36 7.8 2.0 46 9.7 2.5 60 16.7 3.0 16 10 4 5 6 8 
FC1 18 2.0 1.2 28 4.5 1.7 38 6.5 2.2 48 8.4 2.7 65 13.5 3.5 30 20 4 5 7 10 
& 20 0.8 1.4 30 3.4 1.8 40 5.2 2.5 52 5.7 3.3 70 9.7 4.3 40 30 5 7 9 11 

Air Cap 32 2.4 2.1 42 4.1 2.7 56 3.9 3.8 80 4.8 5.7 52 40 6 8 11 12 
AC1305 34 1.3 2.3 46 2.6 3.3 60 2.4 4.4 90 1.8 7.4 70 60 8 10 12 13 

36 0.8 2.6 50 1.1 3.7 65 1.1 5.0 95 0.7 8.4 
14 7.7 3.2 26 10.5 4.6 34 20.8 4.8 42 29.4 5.2 58 44.7 6.1 

PF 400 

Fluid Cap 16 5.0 3.8 28 7.0 5.2 36 16.6 5.3 44 25.1 5.6 60 41.0 6.4 14 10 7 8 10 11 
FC5 38 12.8 5.8 46 20.8 6.1 65 31.4 7.5 26 20 10 12 16 12 
& 40 9.5 6.4 48 16.7 6.6 70 22.5 8.8 38 30 10 12 18 14 

Air Cap 42 6.7 6.9 50 13.1 7.2 75 15.0 10.1 48 40 12 16 20 15 
AC1306 52 10.1 7.8 80 8.7 11.5 70 60 14 17 23 16 

7.3 8.3 

Standard Materials:  Nickel Plated Brass, 303 Stainless Steel and 316 Stainless Steel.  

 
 

Pressure-fed/Internal Mix/Flat Fan

• Flat fan, wide angle spray patterns
(between 80° and 90°)

DESIGN/SPRAY CHARACTERISTICS
• Internal mix
• Finest atomization

1/4” XA PF300 A
XA 00 Body; A Hardware

Dimensions are approximate. Check with BETE for critical dimension applications.

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.

C
A

LL 413-772-0846
C

all for the nam
e of your nearest B

E
T

E
 representative.

81

A
IR

 ATO
M

IZIN
G

www.BETE.com



XASR

XA SR Set-up Flow Rates and Dimensions 
Siphon-fed, External Mix, Round Spray Pattern, 1/8" and 1/4" Pipe Sizes 

Liquid Capacity in GPH  ( G allons  P er  H our) Spray Dimensions  
at 8" Siphon Height 

ATOMIZING 
Fluid AIR Gravity Head Siphon Height Spray and Air 

Pipe Set-up Air Cap PSI Capacity PSI Angle B D 
Size Number Numbers air SCFM 18" 12" 6" 4" 8" 12" 24" 36" air deg. in. feet 

Fluid Cap 10 0.4 0.4 0.4 0.3 0.2 0.2 0.1 
0.1

10 18 11 6 
SR 050 FC7 20 0.6 0.5 0.4 0.4 0.3 0.3 0.3 

0.3
20 18 11 6 

& 40 1.0 0.5 0.5 0.5 0.4 0.4 0.4 
0.3

0.2 40 18 12 7 
Air Cap 60 1.3 0.6 0.5 0.5 0.4 0.4 0.4 0.2 60 18 14 8 
AC1201 

Fluid Cap 10 0.8 0.7 0.6 0.5 0.4 0.4 0.3 10 18 12 8 
SR 200 FC4 20 1.2 0.8 0.7 0.6 0.6 0.5 0.4 0.2 20 18 13 9 

& 40 1.9 0.9 0.9 0.8 0.8 0.7 0.7 0.5 0.3 40 19 15 11 
1/8 Air Cap 60 2.7 1.0 1.0 0.9 0.9 0.9 0.8 0.7 0.6 60 20 17 12 

AC1202 
or 

1/4 
Fluid Cap 10 0.7 1.2 1.1 0.9 0.6 0.5 0.4 10 21 15 10 

SR 250 FC3 20 1.0 1.4 1.3 1.1 0.9 0.8 0.7 0.5 20 21 16 11 
& 40 1.7 1.6 1.5 1.3 1.2 1.1 0.9 0.6 0.3 40 21 18 12 

Air Cap 60 2.4 1.5 1.4 1.3 1.1 1.0 0.9 0.7 0.5 60 22 20 14 
AC1202 

Fluid Cap 20 1.9 5.8 5.2 4.2 3.1 2.7 1.9 0.6 20 17 18 12 
SR 400 FC1 40 3.0 6.5 6.0 5.1 4.3 3.7 3.0 1.7 0.7 40 18 20 13 

& 60 4.1 6.8 6.4 5.6 4.9 4.2 3.5 2.2 1.3 60 18 21 15 
Air Cap 80 5.2 6.8 6.4 5.8 5.2 4.5 3.9 2.6 1.6 80 19 23 16 
AC1204 

Fluid Cap 30 5.3 7.2 6.0 4.6 30 20 20 22 
SR 450 FC5 40 6.5 7.8 6.8 5.3 40 20 21 23 

& 60 8.8 11.4 10.6 8.3 7.4 6.2 3.2 60 21 23 25 
Air Cap 80 11.1 11.6 11.0 10.3 8.3 7.5 6.4 3.6 2.2 80 22 25 27 
AC1205 

Standard Materials:  Nickel Plated Brass, 303 Stainless Steel and 316 Stainless Steel.   

Fluid Cap 10 0.5 0.6 0.6 0.5 0.4 0.3 0.2 10 18 12 7 
SR 150 FC4 20 0.7 0.7 0.7 0.6 0.5 0.5 0.4 0.2 20 18 13 8 

& 40 1.1 0.9 0.8 0.8 0.7 0.7 0.6 0.4 0.3 40 18 15 9 
Air Cap 60 1.5 1.0 0.9 0.9 0.8 0.8 0.7 0.6 0.4 60 19 17 10 
AC1201 

0.1 

Siphon-fed Round

• Full cone pattern
• Short to moderate forward spray

projection

DESIGN FEATURES
• Lowest flow available
• Very fine atomization
• Narrow spray angle (12°- 22°)

1/4”XA SR 200 B
XA 00 Body; B Hardware

Dimensions are approximate. Check with BETE for critical dimension applications.

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.
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XASF

XA SF Set-up Flow Rates and Dimensions
Siphon-fed, Internal Mix, Flat Fan Spray Pattern, 1/8" and 1/4" Pipe Sizes

Liquid Capacity in GPH (Gallons Per Hour) Spray Dimensions 
at 8" Siphon Height

ATOMIZING
Fluid AIR Gravity Head Siphon HeightSpray and Air

Pipe Set-up Air Cap PSI Capacity PSI "A" "B" "C" "D"
Size Number Numbers air SCFM 18" 12" 6" 4" 8" 12" 24" 36" air in in. in feet

Fluid Cap 10 1.0 0.4 0.3 0.3 0.3 0.3 0.2 0.2 0.1 10 8 11 15 7’0
SF 050 FC3 20 1.4 0.3 0.3 0.3 0.3 0.3 0.2 0.2 0.2 20 9 12 15 7’0

& 30 1.8 0.2 0.2 0.2 0.1 0.1 30 9 12 15 6’0
Air Cap
AC1101

Fluid Cap 20 1.9 1.0 1.0 0.9 0.8 0.7 0.7 0.6 0.6 20 9 13 15 8’0
SF 100 FC6 30 2.4 0.9 0.8 0.8 0.8 0.7 0.7 0.6 0.6 30 10 14 17 9’0

& 40 3.0 0.8 0.7 0.7 0.7 0.6 0.6 0.5 0.5 40 11 15 18 10’0
1/8 Air Cap 60 4.1 0.4 0.4 0.4 0.3 0.3 0.3 60 11 16 19 9’0

AC1102
or

1/4
Fluid Cap 20 2.3 1.4 1.3 1.2 1.0 1.0 0.9 0.8 0.6 20 8 9 11 10’0

SF 150 FC2 30 2.9 1.3 1.2 1.1 0.9 0.9 0.8 0.7 0.6 30 8 10 11 11’0
& 40 3.5 1.0 0.9 0.9 0.7 0.6 0.5 0.4 40 9 11 12 10’0

Air Cap 50 4.1 0.6 0.5 0.4
AC1103

Fluid Cap 20 2.1 2.0 1.9 1.7 1.5 1.4 1.3 1.2 0.9 20 7 9 11 10’0
SF 200 FC2 30 2.7 2.0 1.9 1.8 1.6 1.5 1.5 1.3 1.0 30 7 9 12 11’0

& 40 3.3 1.8 1.7 1.6 1.4 1.3 1.2 1.0 40 8 11 13 11’0
Air Cap 50 3.9 1.1 1.0 0.9 0.7
AC1104

Standard Materials:  Nickel Plated Brass, 303 Stainless Steel and 316 Stainless Steel.  

Siphon-fed Flat Fan
DESIGN/SPRAY CHARACTERISTICS
• Lowest flow available
• Very fine atomization
• Flat fan spray pattern

• Moderate spray angle (60° - 85°)
• Moderate forward projection
• Siphon-fed

1/4”XA02 SF 050 F
XA 02 Body; F Hardware

Dimensions are approximate. Check with BETE for critical dimension applications.

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.
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XAEF

XA EF Set-up Flow Rates and Dimensions 
Pressure-fed, External Mix, Flat Fan Spray Pattern, 1/8" and 1/4" Pipe Sizes 

Fluid 3 PSI Liquid 5 PSI Liquid 10 PSI Liquid 20 PSI Liquid 40 PSI Liquid Spray Dimensions 
Spray and 

Pipe Set-up Air Cap PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM P S I "A" "B" " C " " D " 
Size Number Numbers air air air air air air liquid i n . i n . in. feet 

6 5 8 1 1 1 3 4’0 
Fluid Cap 5 0.8 5 0.8 6 0.9 8 1.0 1 0 1.2 8 1 0 9 1 2 1 6 6’0 

EF 050 FC7 6 0.9 6 0.9 8 1.0 1 0 1.2 1 5 1.6 8 2 0 1 1 1 4 1 8 6’0 
& 0.8 1.0 1.4 2.0 2.8 15 2 0 11 1 3 17 8 ’ 0 

Air Cap 7 1.0 8 1.0 1 0 1.2 1 5 1.6 2 5 2.2 2 0 2 0 1 0 1 2 1 6 8’0 
AC1001 8 1.0 1 0 1.2 1 2 1.4 2 0 1.9 3 5 2.8 1 5 3 0 1 1 1 4 1 9 9’0 

20 40 12 1 5 20 7 ’ 0 

3 0.9 5 0.9 1 0 1.1 2 0 1.6 4 0 2.6 3 3 4 6 9 3’0 
Fluid Cap 5 0.9 1 0 1.1 1 5 1.4 2 5 1.9 5 0 3.0 1 5 3 4 6 9 4’0 

EF 100 FC7 1 0 1.1 1 5 1.4 2 0 1.6 3 0 2.1 6 0 3.6 2 0 5 4 6 9 4’0 
& 15 0.8 1.4 2 0 1.0 1.6 2 5 1.4 1.9 4 0 2.0 2.6 7 0 2.8 4 . 2 20 2 0 5 7 10 5 ’ 0 

Air Cap 2 0 1.6 2 5 1.9 3 0 2.1 5 0 3.0 7 5 4.5 2 5 1 0 5 6 1 0 5’0 
AC1003 2 5 1.9 3 0 2.1 4 0 2.6 6 0 3.6 8 0 4.9 4 0 2 0 5 7 1 1 6’0 

3 0 2.1 4 0 2.6 5 0 3.0 8 0 4.9 9 0 5.6 7 0 4 0 6 7 1 0 8’0 

1 0 5 1 1 1 3 1 6 5’0 
Fluid Cap 5 0.8 5 0.8 8 1.0 1 0 1.2 1 5 1.6 1 5 1 0 1 2 1 5 1 9 6’0 

EF 150 FC4 8 1.0 1 0 1.2 1 0 1.2 2 0 2.9 2 0 1.9 1 0 2 0 1 5 1 8 2 3 7’0 
& 1.2 1.6 2.2 3.1 4.4 20 2 0 14 1 7 22 8 ’ 0 

Air Cap 1 0 1.2 1 5 1.6 2 0 1.9 3 0 2.5 3 0 2.5 2 5 2 0 1 3 1 6 2 0 9’0 
1/8 AC1001 1 5 1 . 6 2 0 1 . 9 3 0 2 . 5 3 5 2 . 8 3 5 2 . 8 2 5 3 0 1 5 1 8 2 3 10’0 

2 5 4 0 1 6 1 9 2 6 10’0 

or 5 0.9 1 0 1.1 1 5 1.4 2 5 1.9 4 5 2.9 5 3 3 6 9 4’0 
Fluid Cap 1 0 1.1 1 5 1.4 2 0 1.6 3 0 2.1 5 0 3.0 2 0 3 4 6 9 5’0 

EF 200 FC4 1 5 1.4 2 0 1.6 2 5 1.9 4 0 2.6 6 0 3.6 2 5 5 4 7 9 6’0 
1/4 & 20 1.2 1.6 2 5 1.6 1.9 3 0 2.2 2.1 5 0 3.1 3.0 7 0 4.4 4 . 2 25 2 0 5 8 12 7 ’ 0 

Air Cap 2 5 1.9 3 0 2.1 4 0 2.6 6 0 3.6 7 5 4.5 3 0 1 0 5 7 1 0 6’0 
AC1003 3 0 2.1 4 0 2.6 5 0 3.0 7 0 4.2 9 0 5.6 5 0 2 0 5 9 1 2 8’0 

4 0 2 . 6 5 0 3 . 0 6 0 3 . 6 9 0 5 . 6 9 5 5 . 8 7 5 4 0 6 8 1 0 10’0 

8 5 14 1 9 24 5 ’ 0 
Fluid Cap 6 0.9 6 0.9 6 0.9 1 0 1.2 2 0 1.9 8 1 0 1 4 1 9 2 5 6’0 

EF 250 FC3 7 1.0 8 1.0 8 1.0 1 2 1.4 2 5 2.2 1 0 2 0 1 5 1 9 2 5 6’0 
& 2.3 3.0 4.2 5.9 8.4 15 2 0 16 2 0 26 7 ’ 0 

Air Cap 8 1.0 9 1.1 1 0 1.2 1 5 1.6 3 0 2.5 2 0 2 0 1 7 2 1 2 6 8’0 
AC1001 1 0 1.2 1 0 1.2 1 2 1.4 2 0 1.9 3 5 2.8 2 5 3 0 1 6 2 0 2 7 9’0 

3 0 4 0 1 6 2 0 2 7 10’0 

1 0 1.1 1 5 1.4 2 0 1.6 3 5 2.4 5 0 3.0 1 0 3 5 7 1 0 4’0 
Fluid Cap 1 5 1.4 2 0 1.6 2 5 1.9 4 0 2.6 6 0 3.6 2 5 3 5 7 1 0 5’0 

EF 300 FC3 2 0 1.6 2 5 1.9 3 0 2.1 5 0 3.0 7 0 4.2 3 0 5 5 7 1 0 6’0 
& 25 2.3 1.9 3 0 3.0 2.1 4 0 4.2 2.6 6 0 5.9 3.6 7 5 8.4 4 . 5 35 2 0 6 8 13 8 ’ 0 

Air Cap 3 0 2.1 4 0 2.6 5 0 3.0 7 0 4.2 8 0 4.9 4 0 1 0 6 8 1 2 7’0 
AC1003 4 0 2 . 6 5 0 3 . 0 6 0 3 . 6 8 0 4 . 9 9 0 5 . 6 6 0 2 0 6 8 1 4 10’0 

5 0 3 . 0 6 0 3 . 6 7 0 4 . 2 9 0 5 . 6 1 0 0 6 . 2 7 5 4 0 7 8 1 2 12’0 

Standard Materials:  Nickel Plated Brass, 303 Stainless Steel and 316 Stainless Steel.   

Pressure-fed/External Mix/Flat Fan

• Moderate spray angle (60°- 90°)
• Precise metering of the liquid flow rate

DESIGN FEATURES
• External mix: allows spraying of

viscous materials
• Variable atomization

1/4”XA EF 150 E
XA 00 Body; E Hardware

Dimensions are approximate. Check with BETE for critical dimension applications.

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.
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XAER
Pressure-fed/Ext. Mix/Narrow Angle Round

1/4” XAER850A
XA 00 Body; A Hardware

Dimensions are approximate. Check with BETE for critical dimension applications.

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.

XA ER Set-up Flow Rates and Spray Dimensions
Pressure-fed, External Mix, Narrow Round Spray Pattern, 1/8" and 1/4" Pipe Sizes

Pipe
Size

Spray Fluid and 3 PSI Liquid 5 PSI Liquid 10 PSI Liquid 20 PSI Liquid 40 PSI Liquid Spray Dimensions
Set-up Air Cap PSI PSI PSI PSI PSI PSI A B C D 

Number Numbers air GPH SCFM air GPH SCFM air GPH SCFM air GPH SCFM air GPH SCFM Liquid Air in in in ft
5 0.8 10 1.2 20 1.8 3 10 2 4 5 8

Fluid Cap 5 0.8 5 0.8 10 1.2 20 1.8 30 2.3 5 20 3 4 4 10
ER 050 FC7 10 0.7 1.2 10 0.8 1.2 20 1.2 1.8 30 1.7 2.3 40 2.4 2.9 5 40 2 4 5 12

& 20 1.8 20 1.8 30 2.3 40 2.9 50 3.5 10 40 2 3 5 16
Air Cap 30 2.3 30 2.3 40 2.9 50 3.5 60 4.0 20 20 3 2 3 14
AC1801 40 2.9 50 3.5 60 4.0 70 4.7 20 40 2 3 4 18

80 5.3 90 5.9 40 60 3 3 4 20
5 0.8 10 1.2 20 1.8 20 1.8 3 10 2 3 3 10

Fluid Cap 5 0.8 10 1.2 20 1.8 30 2.3 30 2.3 5 20 3 3 3 14
ER 150 FC4 10 1.0 1.2 20 1.3 1.8 30 2.0 2.3 40 2.7 2.9 40 4.0 2.9 5 40 2 3 5 16

& 20 1.8 30 2.3 40 2.9 50 3.5 50 3.5 10 40 3 3 4 18
Air Cap 30 2.3 40 2.9 50 3.5 60 4 60 4.0 20 20 3 3 5 13
AC1801 40 2.9 50 3.5 60 4.0 70 4.7 70 4.7 20 40 3 4 4 18

90 5.9 90 5.9 40 60 3 4 6 20
6 0.9 10 1.2 10 1.2 20 1.8 40 2.9 3 10 3 4 4 10

Fluid Cap 10 1.2 20 1.8 20 1.8 30 2.3 50 3.5 5 20 3 3 5 14
ER 250 FC3 20 2.0 1.8 30 2.7 2.3 30 4.0 2.3 40 4.5 2.9 60 6.0 4.0 5 40 3 3 5 14

& 30 2.3 40 2.9 40 2.9 50 3.5 70 4.7 10 40 3 4 5 17
Air Cap 40 2.9 50 3.5 50 3.5 60 4.0 80 5.3 20 20 3 4 4 18
AC1801 50 3.5 60 4.0 60 4.0 70 4.7 90 5.9 20 40 3 4 5 16

90 5.9 40 60 4 4 5 17
10 3.4 10 3.4 30 7.2 40 8.9 3 10 3 5 6 9

Fluid Cap 15 4.5 20 5.5 20 5.5 40 8.9 50 10.6 5 20 3 4 6 11
ER 350 FC6 20 3.3 5.5 30 4.1 7.2 30 5.7 7.2 50 8.3 10.6 60 11.9 12.2 5 40 3 4 6 16

& 30 7.2 40 8.9 40 8.9 60 12.2 70 13.9 10 40 3 4 6 16
Air Cap 40 8.9 50 10.6 50 10.6 70 13.9 80 15.6 20 30 3 4 6 15
AC1802 50 10.6 60 12.2 60 12.2 80 15.6 90 16.7 20 60 3 5 7 17

90 16.7 40 60 3 5 6 18
10 3.4 10 3.4 15 4.5 30 7.2 3 10 4 6 9 14

Fluid Cap 15 4.5 15 4.5 20 5.5 40 8.9 40 8.9 5 20 4 5 6 18
ER 450 FC2 20 5.0 5.5 20 6.4 5.5 30 8.8 7.2 50 13 10.6 50 18 10.6 5 40 4 5 6 21

& 30 7.2 30 7.2 40 8.9 60 12.2 60 12.2 10 40 5 5 7 22
Air Cap 40 8.9 40 8.9 50 10.6 70 13.9 70 13.9 20 30 5 5 6 20
AC1802 50 10.6 50 10.6 60 12.2 80 15.6 80 15.6 20 60 4 5 7 22

60 12.2 70 13.9 40 60 4 4 7 22
30 7.2 3 20 6 6 9 16

Fluid Cap 15 4.5 20 5.5 40 8.9 40 8.9 50 10.6 5 20 5 6 9 15
ER 550 FC1 20 10 5.5 30 13 7.2 50 18 10.6 50 25 10.6 60 30 12.2 5 40 5 7 7 21

& 30 7.2 40 8.9 60 12.2 60 12.2 70 13.9 10 60 6 6 10 22
Air Cap 40 8.9 50 10.6 70 13.9 70 13.9 80 15.6 20 40 5 6 7 22
AC1802 50 10.6 60 12.2 80 15.6 80 15.6 20 60 5 5 7 22

40 80 4 5 6 22
15 7.2 20 8.8 30 11.7 50 17.2 3 20 5 6 8 17

Fluid Cap 20 8.8 25 10.3 40 14.5 55 18.5 5 30 6 6 6 22
ER650 FC8 25 10 10.3 30 13 11.7 50 18 17.2 60 25 19.8 5 50 5 5 6 22

& 30 11.7 40 14.5 55 18.5 65 21.1 10 60 5 6 7 22
Air Cap 40 14.5 50 17.2 60 19.8 70 22.5 20 50 5 6 6 22
AC1803 50 17.2 55 18.5 65 21.1 80 25.2 20 70 4 5 7 18

60 19.8 60 19.8 70 22.5 90 27.9 20 90 4 5 7 18
20 8.8 30 11.7 40 14.5 50 17.2 3 20 6 6 9 19

Fluid Cap 30 11.7 40 14.5 50 17.2 55 18.5 5 30 6 6 8 21
ER750 FC9 40 17 14.5 50 20 17.2 60 29 19.8 60 42 19.8 5 60 6 7 7 22

& 50 17.2 60 19.8 65 21.1 65 21.1 10 60 5 5 7 22
Air Cap 55 18.5 65 21.1 70 22.5 70 22.5 20 50 5 6 8 20
AC1803 60 19.8 70 22.5 80 25.2 80 25.2 20 70 4 5 8 19

70 22.5 80 25.2 90 27.9 90 27.9 20 90 4 6 8 19
17.2 3 40 6 6 7 22

Fluid Cap 40 14.5 55 18.5 65 21.1 5 70 4 5 7 20
ER850 FC5 50 25 17.2 60 29 19.8 70 42 22.5 80 61 25.2 10 80 4 5 7 18

& 55 18.5 65 21.1 80 25.2 90 27.9 10 90 3 4 6 18
Air Cap 60 19.8 70 22.5 90 27.9 20 80 4 4 6 18
AC1803 65 21.1 80 25.2 20 90 3 4 6 19

1/8”

or

1/4”

DESIGN/SPRAY CHARACTERISTICS
• External mix: allows spraying of 
viscous liquids

• Variable atomization

• Narrow spray angle (10°- 30°)
• Precise metering of liquid flow rate

Standard Materials: Nickel Plated Brass, 303 Stainless Steel, and 316 Stainless Steel.
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XAFF
Pressure-fed/Int. Mix/Deflected Flat Fan

XAXW
Pressure-fed/Int. Mix/Extra-wide Angle
DESIGN/SPRAY CHARACTERISTICS
• Internal mix
• 180° Extra-wide hollow cone 

DESIGN/SPRAY CHARACTERISTICS
• Internal mix
• Deflected flat fan spray pattern

1/4”XA 01 FF050 F
XA01 Body; F Hardware

1/4”XA 03 XW050 A
XA 03 Body; A Hardware

XA FF Set-up Flow Rates
Pressure-fed, Internal Mix, Deflected Flat Fan Spray Pattern, 1/8" and 1/4" Pipe Sizes

Fluid 10 PSI Liquid 20 PSI Liquid 30 PSI Liquid 40 PSI Liquid 60 PSI Liquid
Spray and

Pipe Set-up Air Cap PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFMSize Number Numbers air air air air air

1/8 Fluid Cap 6 2.9 1.6 14 3.9 2.6 22 4.7 3.3 26 5.8 3.6 38 7.4 4.6
FC10 8 2.5 1.9 16 3.5 2.8 24 4.3 3.6 32 4.8 4.4 46 6.4 5.5

or FF 050 & 10 2.0 2.3 18 3.1 3.1 26 4.0 3.8 38 3.8 5.3 54 5.3 6.6
Air Cap 12 1.5 2.7 20 2.8 3.5 30 3.3 4.5 44 2.8 6.2 62 4.2 7.8

1/4 AC1701 22 2.3 3.8 34 2.3 5.2 46 2.3 6.6 70 2.8 9.4

XA XW Set-up Flow Rates
Pressure-fed, Internal Mix, Extra-Wide Spray pattern, 1/8" and 1/4" Pipe Sizes

Fluid 10 PSI Liquid 20 PSI Liquid 30 PSI Liquid 40 PSI Liquid 60 PSI Liquid
Spray and

Pipe Set-up Air Cap PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFMSize Number Numbers air air air air air

Fluid Cap 20 4.0 2.5 34 6.6 4.1 50 7.1 6.4 60 11.0 7.6 85 14.4 11.8
1/8 FC8 22 2.8 2.7 38 4.4 4.8 52 6.2 6.8 65 8.3 8.6 90 12.0 13.0
or XW 050 & 24 2.0 3.0 42 2.8 5.5 56 4.4 7.6 70 6.1 9.8 95 9.8 14.1
1/4 Air Cap 26 1.5 3.3 46 1.7 6.3 60 3.2 8.4 80 3.1 12.4 100 7.8 15.4

AC1401 28 1.1 3.6 48 1.3 6.9 70 1.3 11.8 90 1.4 15.4

Standard Materials:  Nickel Plated Brass, 303 Stainless Steel and 316 Stainless Steel.  
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½XA
 

1/2" XA AD Set-up Flow Rates and Dimensions
Pressure-fed, Internal Mix, Wide Angle Round Spray Pattern, 1/2" Pipe Sizes

Pipe PS I GPH PS I GPH PS I GPH PS I GPH PS I GPH PSI A B C D
Size air air a ir a ir air air liquid ( in .) ( in .) ( in .) ( f ee t )

28 33.0 8.40 40 28.8 11.3 58 66.0 12.2 30 25 13.5 19.0 26.5 22
30 19.8 10.8 42 15.6 13.9 60 42.0 15.0 40 35 13.5 19.0 26.5 24

AD 5050 62 25.5 18.2 60 55 14.0 19.5 27.0 28

8 27.0 6.50 18 42.0 7.00 32 47.0 11.0 46 42.6 18.1 70 81.0 30.0 10 5.0 13.0 18.5 25.5 20
10 15.0 8.20 20 29.4 8.80 34 36.0 12.8 48 32.4 20.2 75 45.0 35.0 20 15 13.5 19.0 25.5 26

AD 5100 12 8.4 9.80 22 20.2 10.5 36 25.2 14.7 50 25.8 22.2 80 22.2 39.6 36 25 13.0 18.5 26.5 21
24 14.4 12.2 38 18.6 16.6 52 19.8 24.0 50 35 13.5 19.0 26.5 24

40 13.8 18.6 54 15.6 25.8 75 55 14.0 19.0 27.0 27

1/2
10 34.2 11.4 26 46.2 20.2 40 62.6 27.5 54 75.6 32.6 75 127 39.0 12 5.0 14.0 19.5 27.0 26
12 21.6 13.0 28 37.2 22.0 42 52.8 29.6 56 57.0 34.3 80 108 42.0 30 15 13.5 19.0 26.5 24

AD 5150 14 12.0 14.7 30 28.4 23.7 44 42.0 31.6 58 46.8 35.8 85 98 46.0 46 25 13.0 18.5 26.0 23
32 21.6 25.3 46 33.6 33.6 60 39.0 37.3 60 35 14.0 19.5 27.0 28
34 16.2 27.0 48 25.2 35.6 62 33.0 38.8 80 55 14.0 19.5 28.0 30

50 18.0 37.5 65 25.8 41.2

10 35.4 11.1 18 103 15.4 26 155 17.7 36 180 23.0 54 222 29.1 10 5.0 13.0 25.0 36.0 11
12 26.4 13.4 20 81.6 17.6 28 135 20.0 38 162 25.4 56 204 31.2 20 15 11.0 26.0 36.0 16

22 63.6 19.8 30 115 22.5 40 147 27.8 58 192 34.0 32 25 11.0 22.0 32.0 20
24 49.3 22.6 32 100 25.1 42 131 30.2 60 180 36.3 44 35 11.0 21.0 29.0 22

34 84.0 27.5 44 116 32.6 62 166 38.9 64 55 11.0 22.0 31.0 25
36 69.5 30.0 46 101 35.1 64 154 41.6

AD 5200 38 56.4 32.6 48 85.0 37.6 66 142 44.1
40 45.7 35.3 50 75.0 40.2 68 130 46.6

52 62.4 42.7 70 119 49.3
72 108 51.6
74 97.4 54.2
76 87.5 57.1

 
1/2" XA PR Set-up Flow Rates and Dimensions
Pressure-fed  Internal Mix Round Spray Pattern, 1/2" Pipe Sizes

5 PSI Liquid 15 PSI Liquid 25 PSI Liquid 35 PSI Liquid 55 PSI Liquid

Pipe PS I GPH PS I GPH PS I GPH PS I GPH PS I GPH PSI A B C D
Size air air a ir a ir air air liquid ( in .) ( in .) ( in .) ( f ee t )

18 9.00 12.4 28 31.7 14.9 38 58.0 17.3 48 80.0 19.3 20 5.0

3.5 6.5 10

22
20 6.70 13.7 32 22.5 17.0 44 37.7 20.8 54 55.2 23.6 36 15 24

PR 5050 22 5.40 14.7 38 15.9 19.3 50 24.7 24.8 60 40.0 27.5 50 25 27
24 4.10 15.7 36 13.2 20.4 54 19.5 27.5 66 30.0 32.1 60 35 30

1/2

40 11.1 21.5 58 16.0 30.2 72 23.3 37.0
42 9.20 22.6 60 14.5 31.8 78 18.3 42.2

10 35.4 11.1 18 103 15.4 26 155 17.7 36 180 23.0 54 222 29.1 10 5.0 4.0 7.0 9.0 23
12 26.4 13.4 20 81.6 17.6 28 135 20.0 36 162 25.4 56 205 31.2 20 15 6.0 10 13 21

22 63.6 19.8 30 115 22.5 40 147 27.8 58 190 34.0 32 25 5.0 8.0 10 37
24 49.3 22.6 32 100 25.1 42 131 30.2 60 178 36.3 44 35 4.0 7.0 10 41

34 84.0 27.5 44 116 32.6 62 166 38.9 64 55 4.0 7.0 10 47

PR 5100 36 69.5 30.0 48 101 35.1 64 154 41.6
38 56.4 32.6 48 85.0 37.6 66 142 44.1
40 45.7 35.3 50 73.0 40.2 68 130 46.6

52 62.4 42.7 70 119 49.3
72 108 51.6
74 97.4 54.2
76 87.5 57.1

Standard Materials : Nickel Plated Brass, 303 Stainless Steel and 316 Stainless Steel. 

SCFM SCFM SCFM SCFM SCFM

SCFMSCFMSCFMSCFMSCFM

5 PSI Liquid 15 PSI Liquid 25 PSI Liquid 35 PSI Liquid 55 PSI Liquid Spray Dimensions

Spray Dimensions

Fluid Cap
FC 501

&
Air Cap
AC 5601

Fluid Cap
FC 501

&
Air Cap
AC 5602

Fluid Cap
FC 501

&
Air Cap
AC 5603

Fluid Cap
FC 501

&
Air Cap
AC 5604

Fluid Cap
FC 501

&
Air Cap
AC 5501

Fluid Cap
FC 502

&
Air Cap
AC 5502

Fluid
and

Air Cap
Numbers

Spray
Set-up

Number

Fluid
and

Air Cap
Numbers

Spray
Set-up

Number

AD

PR

Air Atomizing
Dimensions are approximate. Check with BETE for critical dimension applications.

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.

www.BETE.com88

A
IR

 A
TO

M
IZ

IN
G

TO
 O

R
D

ER
:s

pe
ci

fy
 p

ip
e 

si
ze

, b
od

y 
st

yl
e,

 s
pr

ay
 s

et
-u

p 
#,

ha
rd

w
ar

e 
an

d 
m

ou
nt

in
g 

as
se

m
bl

ie
s,

 a
nd

 m
at

er
ia

l. 
S

ee
 p

ag
e 

74
.



EF   
1/2" XA EF Set-up Flow Rates and Dimensions 
Pressure-fed, External Mix, Flat Fan Spray Pattern, 1/2" Pipe Sizes 

Spray Dimensions Fluid 3 PSI Liquid 5 PSI Liquid 7 PSI Liquid 10 PSI Liquid 15 PSI Liquid 
Spray and 

Pipe Set-up Air Cap PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI A B C D 
Size Number Numbers air air air air air air liquid (in.) (in.) (in.) (feet) 

1/2 

Fluid Cap 30 

138 

31.0 40 

180 

38.0 45 

210 

41.5 55 

252 

48.0 80 

306 

65 35 3 8.5 14.5 20.5 19 

FC501 35 34.0 45 41.5 50 45.0 60 51.5 85 69 50 5 9.0 16.5 21.5 22 

EF 5050 & 40 38.0 50 45.0 55 48.0 70 58.0 90 72 55 7 9.5 17.5 23.0 23 

Air Cap 45 41.5 55 48.0 60 51.5 75 62.0 95 75 70 10 9.5 18.5 24.0 25 

AC5001 60 51.5 65 55.0 80 65.0 100 78 90 15 10 19.5 26.0 29 
70 58.0 85 69.0 

PF   
1/2" XA PF Set-up Flow Rates and Dimensions 
Pressure-fed, Internal Mix, Flat Fan Spray Pattern, 1/2" Pipe Sizes 

Spray Dimensions Fluid 5 PSI Liquid 15 PSI Liquid 25 PSI Liquid 35 PSI Liquid 55 PSI Liquid 
Spray and 

Pipe Set-up Air Cap PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI A B C D 
Size Number Numbers air air air air air air liquid (in.) (in.) (in.) (feet) 

Fluid Cap 28 39.0 22.4 44 44.1 31.5 58 53.0 40.0 20 10 17 28 35 18 

FC501 30 31.8 24.0 46 37.2 33.5 60 45.6 42.0 30 15 18 29 36 19 

PF5050 & 32 24.6 25.9 48 31.2 35.1 62 38.0 44.0 40 20 19 30 37 21 

Air Cap 34 19.8 27.5 50 26.0 36.9 65 31.0 47.0 50 25 20 31 38 23 

1/2 

AC5301 36 15.0 29.1 60 20.6 38.7 70 21.0 52.5 60 35 24 36 43 27 
70 40 26 39 46 29 

10 35.4 11.1 18 103 15.4 26 155 17.7 36 180 23.0 54 222 29.1 
12 26.4 13.4 20 81.6 17.6 28 135 20.1 36 162 25.4 56 205 31.2 10 5.0 20 34 47 13 

22 63.6 19.8 30 115 22.5 40 147 27.8 58 190 34.0 20 15 34 62 83 15 

Fluid Cap 24 49.3 22.6 32 100 25.1 42 131 30.2 60 178 36.3 32 25 34 62 82 17 

FC502 34 84.0 27.5 44 116 32.6 62 166 38.9 44 35 36 66 85 19 

PF 5100 & 36 69.5 30.0 46 101 35.1 64 154 41.6 64 55 36 67 89 21 

Air Cap 38 56.4 32.6 48 85.0 37.6 66 142 44.1 

AC5302 40 45.7 35.3 50 73.0 40.2 68 130 46.6 
52 62.4 42.7 70 119 49.3 

72 108 51.6 
74 97.4 54.2 
76 87.5 57.1 

SR   
1/2" XA SR Set-up Flow Rates and Dimensions 
Siphon-fed, External Mix, Round Spray Pattern, 1/2" Pipe Sizes 

Liquid Capacity in GPH (G allons  P er  H our ) Spray Dimensions 
Fluid ATOMIZING AIR at 8" Siphon Ht. 

Spray and Gravity Head Siphon Height 
Pipe Set-up Air Cap PSI Air Capacity PSI B D 
Size Number Numbers air SCFM 18" 12" 6" 4" 8" 12" 24" air (in.) (feet) 

10 12.7 10.7 20 

6 

20 
20 18.5 22.8 13.9 30 22 

Fluid Cap 30 24.0 32.4 24.8 13.8 40 24 

FC501 43 29.2 67.6 58.8 38.8 31.2 22.7 50 26 
1/2 SR 5050 & 50 34.8 79.8 70.5 62.8 43.0 35.2 27.6 60 29 

Air Cap 60 40.1 81.9 72.1 63.5 45.4 38.3 30.5 9.50 70 32 

AC5201 70 46.1 83.2 74.5 66.0 48.0 41.4 33.9 13.8 80 35 
80 51.0 84.6 76.2 67.6 49.8 43.2 36.0 16.5 

XW 1/2" XA XW Set-up Flow Rates and Dimensions 
Pressure-fed, Internal Mix, Extra-Wide Angle, Hollow Cone Spray Pattern, 1/2" Pipe Sizes 

Fluid 10 PSI Liquid 20 PSI Liquid 30 PSI Liquid 40 PSI Liquid 40 PSI Liquid 
Spray and 

Pipe Set-up Air Cap PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM PSI GPH SCFM Size Number Numbers air air air air air 

14 56.4 12.2 24 104 16.0 36 116 22.4 48 122 27.8 72 128 40.2 
16 38.4 14.8 26 85.8 18.6 38 98.4 24.8 50 110 29.8 74 116 42.3 

Fluid Cap 18 25.8 16.8 28 70.0 20.3 40 85.2 26.5 52 98.4 31.5 76 108 44.3 

FC502 20 15.6 19.0 30 54.6 22.7 42 73.2 28.9 54 85.8 33.8 78 96.6 46.3 

1/2 XW 5050 & 32 42.0 24.8 44 61.0 30.9 56 74.4 36.0 80 85.8 48.3 

Air Cap 34 30.6 26.8 46 49.8 35.0 58 66.0 38.3 82 78.6 50.5 

AC5401 36 20.0 29.3 48 38.4 35.0 60 55.2 40.1 84 67.8 52.5 
38 7.20 31.8 50 30.0 37.8 62 44.4 42.0 86 60.0 54.8 

64 37.2 44.5 90 48.0 59.0 
66 20.4 45.8 

Standard Materials: Nickel Plated Brass, 303 Stainless Steel and 316 Stainless Steel.   

Dimensions are approximate. Check with BETE for critical dimension applications.

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.
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